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Low Signal Hybrid Splitters
A series of very broadband hybrid splitters transformers for signal splitting, combining 
or for laboratory measurements where high isolation is required. Other connectors 
available on request. All specifications under matched load conditions. PCB mounted 
units are also available upon request.

MHFH2-RX – 3 Port Low Signal Hybrid Splitter

Spec MHFH2 - RX - A MHFH2 - RX - B

Frequency 50 kHz - 50 MHz 10 kHz - 32 MHz

Power 2 x 2 Watt 2 x 2 Watt

Isolation >35 dB >35 dB

Insertion loss < 0.5dB < 0.5dB

VSWR <1.2: 1 <1.2: 1

Balancing loads Internal Internal

Temperature -40°C to +55°C -40°C to +55°C

Connectors ‘N’ BNC ‘N’ BNC

Configuration Cast aluminium box, 50 x 50 x 30mm 
solid encapsulation

-

MHFH4-RX – 5 Port Low Signal Hybrid Splitter
Spec MHFH4 - RX - A MHFH4 - RX - B

Frequency 50 kHz - 50 MHz 10 kHz - 32 MHz

Power 4 x 1 Watt 4 x 1 Watt

Isolation >30 dB >30 dB

Insertion loss < 0.5dB < 0.5dB

VSWR <1.2: 1 <1.2: 1

Balancing loads Internal Internal

Temperature -40°C to +55°C -40°C to +55°C

Connectors ‘N’ BNC ‘N’ BNC

Configuration Cast aluminium box, 120 x 60 x 30mm 
solid encapsulation
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